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FIELD & WOODS APPLICATION

STREETS APPLICATION

MANHOLE CASTING

BOLT FRAME TO CASTING
(4 REQ'D) (WATERPROOF
MANHOLE FRAME ONLY) ——E

12" MIN. —¢
FROM TOP
OF COVER
TO GRADE

3", 4", 8", OR 8" 5=
PRECAST GRADE RINGS — 7
MAXIMUM OF 12" :
ALLOWED, OTHERWISE ADD
RISER SECTION

3'—0" MIN.
ECCENTRIC

CONE

RUBBER COATED STEPS PER
PRECAST MANUFACTURER
MEETING ASTM. C478

15" CENTER TO CENTER
RISER SECTION

10" to 4'-0"

RISER

SEE DETAILS 533.01,
533.02, & 533.03

PLACE 1/2" GROUT BETWEEN
CONCRETE GRADE RING(S),
MANHOLE CASTING, AND
PRECAST CONE

BITUMASTIC WATER PROOFING
ON EXTERIOR OF ALL MANHOLES

ALL JOINTS TO BE T & G
WITH O-RING OR FORSHEDA
GASKETS.

REINFORCING PER

SLOPE OF CHANNEL v
THRU MANHOLE = < r
0.20° FALL UNLESS

SHOWN OTHERWISE
ON PLANS.

2'_0" to 4'—0"

BASE

EXTENDED BASE

SET MANHOLE IN 127
VDOT #57 STONE.

REINFORCING PER
PRECAST MANUFACTURER
TO MEET ASTM C-478

PRECAST MANUFACTURER
TO MEET ASTM C-478

PRECAST OPENING REQUIRED
FOR ALL PIPES.
SEE PLANS FOR PIPE SIZES.

SLOPE SHELF 1"/FT MAX.

SEE SPECS FOR FOUNDATION
IMPROVEMENT WHEN NEEDED.
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NOTES:

1. Concrete strength to be 4,000 PSI minimum.

2. Pipes will be grouted inside and out.

3. Flexible sleeve boots cast in place or installed with stainless steel
expander rings. Boots to meet ASTM C-923 standards.

4. See detail 532.03 for invert shaping.

5. All service laterals into manhole to be core drilled and booted.

6. Maximum depth 4’ diameter manhole = 20’ (see sewer design section for other
requirements / limitations).

7. When directed by the engineer, place manhole insert such as “no—flow/inflow”

. For watertight applications, place butyl rubber between frame and cone.

. See detail 532.07 for manhole base larger than 4’ diameter.

SEE NOTE 2 NEOPRENE BOOT

insert or "rainstopper” insert as manufactured by “Southwestern Packing &
Seals” or approved equal.

Bolt frame to cone.
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